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REPORT No. 324

FLIGHT TESTS ON U. S. S. LOS ANGELES

PART I—FULL SCALE PRESSURE DISTRIBUTION INVESTIGATION
By 8. J. De France

SUMMARY

The investigation reported herein was conducted by the National Advisory Committee for Aero-
nautics ai the request of and in conjunction with the Bureau of Aeronautics, Navy Department.
The purpose was primarily to obtain simultaneous data on the loads and stresses experienced in
Jiight by the U. S. S. Los Angeles, which could be used in rigid airship structure design. A second-
ary object of the inrestigation was to determine the turning and drag cﬁaractenshcs of the airship.
The stress investigation was conducted by the Navy Deparhnent

The aerodynamic loading was obtained by measuring the pressure at 95 locations on the tail
swj'aces, 64 on the hull, and & on the passenger car. These measurements were made during a
series of maneurers consisting of turns and reversals in smooth air and during a eruise in rough
air which was just short of squall proportions.

The results of the pressure measurements on the hull indicate that the forces on the forebody
of an airship are relatively small. The tail surface measurements show conclusively that the forces
caused by gusts are much greater than those caused by horizontal maneurers. In this intestigation
the tail surface loadings caused by gusts closely approached the designed loads of the tail structure.

The turning and drag characteristics will be reported in separate papers.

INTRODUCTION

Since the design data for rigid airships is still largely empirical, it is obvious that as much
additional information as is possible should be obtained from each new design. One of the
greatest deficiencies in design data is that concerning the forces imposed upon an airship by
various maneuvers and by gusts, especially the latter. With this in mind, the Bureau of
Aeronautics, Navy Department, instituted an elaborate series of tests on the U. S. S. Los Angeles
for the purpose of determining the aerodynamic loads, their distribution, and the resulting
stresses in certain structural members of the airship. As a secondary object of this investigation,
deta were to be obtained from which the turning characteristics of the ship could be determined.

The work was divided into two parts. The Bureau of Aeronautics, Navy Department,

conducted the stress investigation and the National Advisory Committee for Aeronautics
obtained the serodynamic load distribution and turning deta. All of the data obtained by
both agencies were taken simultaneously and the records were synchronized. It is the purpose
of this report to present the results of that part of the investigation which was conducted by
the National Advisory Committee for Aeronautics.

Probably the best way of obtaining the aerodynamic forces acting on en airship is by the
determination of full-scale pressure distribution. Such investigations on rigid sirships to date
have been limited to the British tests on the B-32 (reference 1), B—38 (reference 2), and the
R-38 (reference 3), and to an investigation made in Germany on the LZ—126 (the present U. S. S.
Los Angeles), the results of which have not been published. In this country previous airship
pressure distribution investigations have been confined to the research on a nonrigid type,

the C-7 (reference 4).
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With the exception of the tests on the R—83 and (-7, all of these investigations have con-~
sisted of messuring the pressures at comparatively few points. In the investigation herein
described the pressures were measured at 95 points on the tail surfaces, 54 on the forward portion
of the hull, and 5 on the passenger car. The pressures at these locations were recorded during
turning maneuvers and while the ship was encountering gusts.

APPARATUS AND INSTALLATION

In order to measure the pressures, orifices of the type illustrated in Figure 1 were secured
to the outer cover, flush with the surface, at the location shown in Figure 2. On the hull, as

FIGURE 1.—Pressure orifice

shown in Figure 2, a row of orifices, was installed along longitudinal 2 from the nose back to
frame 145, and two circular rows girdled the hull at frames 175 and 145. In each of the circular
rows, four orifices were located between longitudinals 2 and 2} to determine the effect of the
polygonal shape upon the pressure distribution. Orifices were also located inside of the hull,
at the points indicated by arrows in Figure 2, for the purpose of determining the fabric loading.

The installation of orifices on the tail assembly (fig. 2) was concentrated on the lower fin
and rudder, end on the starboard fin and elevator. The orifices were secured to the opposite
sides of the lower fin and rudder at 41 stations and to the opposite sides of the starboard fin and
elevator at 42 stations. In addition, orifices were fastened toe both sides of the upper and port
fins at six stations on each. These were used to obtain pressures for checking purposes.
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To determine the fin effect of the passenger car, five orifices were secured to each side of
this body at the locations shown in Figure 2. :

The pressures were transmitted from the orifices to multiple recording manometers by means
of ¥-inch aluminum tubing. The manometers (fig. 3) were developed by the National Advisory
Committee for Aeronautics for these tests. Each consists essentially of a light-tight aluminum
box on which are mounted 60 pressure cells (reference 5), a light source, and a constant=speed
electric motor which draws photographic film past the pressure cells at a speed which can
be varied by a gear shift. Each manometer records 60 pressures simultaneously and con-
tinuous records can he obtained for periods of time varying from 1 to 4 minutes, depending upon
the film speed used.

The system used for the hull pressure measurements is shown schematically in Figure 4.
As shown, the external pressures normal to the surface were measured relative to that within
the keel, which in turn was measured relative to the static pressure as obtained by a static head
suspended 30 feet below the ship at frame 165. If the readings of static pressure had been
satisfactory, the true aerodynamic pressures acting on the hull could have been determined by
adding the two values algebraically. However, the suspended static head was in a disturbed
area caused by the passenger car, and the static pressure readings therefore were erratic. Con-
sequently, the pressures acting on the hull could be accurately measured only with respect to
the keel pressure. o

FGURE 8.—Type 60 recording multiple manometer

A diagram of the pressure system used on the tail surfaces is given in Figure 5. Orifices on
opposite gides of the tail surfaces at the same station are represented by X and Y. By connect-
ing these to the opposite sides of the same pressure cell, the resultant normal pressure was
recorded for that station. The internal fin pressure is denoted by Z. By connecting X and Z
to another pressure cell, the fabric loading was obtained.

In addition to the multiple manometers employed for recording the pressures, the following
instruments were used on board the ship:

(1) N. A. C. A. Recording Altimeter and Air-Speed Meter.—This instrument-is a standard
recording air-speed meter (reference 6) with a sensitive aneroid unit incorporated in it. The
air-speed unit was connected by rubber tubing, through a flexible metal hose, to a Pitot-static
head (fig. 6), which was suspended 35 feet below the ship at frame 110. Since the Pitot-static
head was in a region where the disturbance caused by the ship was negligible, and since the
flexible hose permitted the head to turn and assume the true flight path, the true dynamic
pressure was recorded.

(2) N. A. C. A. Recording Tummeter (reference 7).—This instrument was mounted so that
it could be employed to. give a continuous record of the angular velocity in either pitch or yaw.

(8) N. A. C. A. Control Position Recorder (reference 8).—This instrument was located in
the lower fin so as to have the shortest possible connections to the control surfaces and thereby
reduce the error in movement caused by the slackness of the control cables.
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(4) N. A. C. A. Recording Yawmeter—This instrument consists of & motion-picture camera,
which is operated by a constant speed electric motor (fig. 7) and a streamlined “fish” which
is stabilized by teil surfaces and attached to the end of a cable by a swivel. In operation the
“fish” was suspended below the airship, where it was free to take up the true flight path. The
camera was aligned with the axis of the ship at frame 80, so that the angle between the axis of
the “fish’” and the edge of the film gave the angle of yaw for this station on the ship’s axis.
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(6) N. A. C. A. Recording Inclinomefer—This instrument consists essentially of an oil-
demped pendulum mounted in the standard photographic recording type of instrument used
by the National Advisory Committee for Aeronautics. It was used to record the angle of the
airship’s axis to the horizontal. Enowing the rate of descent obtained from the sensitive
altimeter record, and the air speed, the sine of the angle of the flight path was determined.
The algebraic sum of this angle and the angle of inclination gave the angle of pitch.

FrouRE 8.—Suspended Pitot static head

(8) N. A. O. A Chronomeiric Timer (reference 9).—All of the sbove instrument records were
synchronized by means of this instrument.

In addition to the instruments mounted on board the airship, a eamera obscura (reference 10)
was Jlocated on top of the hangar to determine the turning characteristics independently of the
data taken on the ship.
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FLIGHT TESTS

The test program was divided into two parts—(e) maneuvers in smooth air and (8) flights
in rough air to determine the effect of gusts. Because of the condition of the gas cells at the
time of the tests and the necessity of conserving helium, it was considered undesirable to make
vertical maneuvers. Consequently, all of the smooth-air maneuvers were confined to the hori-
zontal plane. When the air in the vicinity of Lakehurst was smooth enough, these maneuvers
were carried out over the camera obscura; but when the local conditions were rough, the tests
were conducted well out to sea, where smooth air prevailed. Consequently, camera obscura
measurements were not obtained during all of the tests. The second part of the program
consisted of taking a series of continuous records while the ship was cruising in rough air.

FIGURE 7.—Automatic angle of yaw recorder

A list of the maneuvers performed during the tests is given in the following table:

TABLE I ...
FLIGHT TEST PROGRAM—TU. 8. 8. “LOS ANGELES” PRESSURE DISTRIBUTION

M Reéquested rudder angle i Reduested ~
aneuver es U ang! @) )
e B 1)

Of the above maneuvers the steady turns need no additional comment. The reversals,
deceleration runs, and rough-air tests, however, might be further described. In the reversals,
the airship was put into a right turn and when the turn had reached a steady condition, the
rudders were rapidly reversed to-the corresponding position for left turn. Records were
obtained on all instruments from an instant before the rudders were reversed until the airship
had reached a condition of steady left turn.



FLIGHT TESTS ON U. 8. 8. LOS ANGELES 457

The deceleration tests, which were made to determine the drag characteristics of the
airship, were carried out in two ways—(a) with the propellers stopped and (8) with the propel-
lers disengaged and idling. The procedure in these tests was to stop all of the engines simul-
taneously while the ship was in steady horizontel flight and then to take a record of the air
speed against time while the ship was decelerating.

The rough-air measurements were made while the airship was cruising in gusty air. There
was, of course, no way of determining when the airship was about to encounter & gust. How-
ever, the air was particularly rough, with frequent gusts, while the data were being obtained,
so that by taking a series of continuous records, each of four minutes’ duration, the effects of
several gusts of varying intensity were recorded.

During all of the tests an observer was placed at each instrument station in the ship to
see that the instruments were working properly and fo load them as it became necessary.
Communication was established between the stations by means of & buzzer system and between
the master station and the control car by word of mouth. As each maneuver was about to be
performed, the master observer signaled a warning to the instrument stations. Then, at the
proper moment, he indicated the start of the test and threw the control switch, thus starting
all of the instruments at the same time. A similar procedure was carried out at the end of each
maneuver. Consequently, the observers knew when the instruments were supposed to be
operating. At the start of each flight over the camera obscura, & radio signal was sent to the
operator, who started a stop watch and synchronized his records with those on the ship. All
runs, with the exception of the decelerations, were of four minutes’ duration.

COMPUTATION OF RESULTS

The pressures obtained on the tail surfaces were plotted upon drawings of the surfaces
(figs. 8 to 27), and the resulting curves drawn through the points were integrated to determine
the load per running foot of surface. These loads in turn were plotted agsinst the length of
the surfaces and the curves drawn through the points were integrated to obtain the total loads.
The total loads were converted into coefficient form by the following equation

2F
ONF=W
Cyr=normal force coefficient.
where F =total load.
p =air density af time of {ests.
S =area of the surface.
v =true velocity.

The pressures on the hull could not be expressed in coefficient form because of the erratic
readings of static pressure previously mentioned, which prevented the determination of the
true aerodynamic pressures. Therefore, the values which are given in Table V and plotted in
Figures 28 to 86, are with reference to the keel pressure.

The transverse forces acting at frames 145 and 175, Table VI, were determined by plotting

the values of pressure, obtained around the ship at these frames, upon base lines representing

the horizontal and vertical diameters and integrating the resulting curves.
The resultant transverse pressures on the passenger car were determined in the same
manner as the resultant pressures acting upon the tail surfaces. These results are given in

Table VII,
. PRECISION

The possible sources of error in the pressure measurements are:
(@) Irregularity in the airship’s surface in the vicinity of the orifice location.
(&) Tube stopped or leaking.
(¢) Change of calibration of pressure cell.
(d) Effect of acceleration of air in tubes.
(¢) Time lag due to length of tube.
104397—30——80 '
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The error due to (z) was negligible, since all of the orifices were located within 18 inches
from a girder where the true shape of the Shlp was maintained and the fabric was taut. The
possibility of error due to (b) was removed, since the tubing was inspected after each flight and
the data which were obtained from defective tubes were deleted. A clamping device was
attached to each manometer which permitted the clampmg off of all of the tubes leading to the
orifices and the opening of tubes leading from & reservoir to the pressure cells. With the aid of
& U-tube manometer which was connected to the reservoir, cahbratmns were made of all of the
multiple recording manometers after each flight. There was a slight change (¢) in the callbra-
tion of the pressure cells during the tests, and this could account for a maximum error of 2 per
cent in the pressures.

The effect of acceleration of the air in the tubes ﬁa’.) was eliminated in the tail surface pres-
sures, since only resultant pressures were measured apd the tubes from the orifices on each side
of the surface ran parallel to each other from the surface to the manometer. In the hull pressure
i:nsta.llation, where the normal hull pressures were measured with respect to the keel pressures,
there is a possibility of some error being introduced in the longer tubes. However, the manom-
eter was centrally located so that the average length of tube was about 50 feet and the only
appreciable error would be in the measurements from the nose orifices where the tube length
reached 100 feet. The probable error in the measurements from these long tubes is 1 per cent.
The error due to time lag in tubing () is negligible, since it has been proven by tests (reference
11) that lag in ¥-inch tubing for 100-foot lengths is tao small to measure, and in no part of the
installation did the length of an individual tube exceed this value. Consequently, it is safe to
say that the tail surface pressure measurements are not in error by more than +2 per cent and
the hull pressures by not more than +3 per cent.

The greatest error in the results is due to the fairing of the curves thmugh the points of
plotted pressures. The fairing of these curves could cause & maximum error in the total loads

of +5 per cent.
DISCUSSION OF RESULTS

TAIL SURFACE RESULTS

The results are presented in tabuler and curve form. The maximum pressures recorded for
the vertical tail surfaces during turning maneuvers are given in Table II and are presented graphi-
cally in Figures 8 to 23. It will be observed that during all of the maneuvers there was a concen-
tration of pressure in a vortex area along the leading edge of the fin. In several cases these
locel resultant pressures, which were the average of the vortex fluctuations, exceeded 100 per
cent ¢ at points 4A and 5A on the lower fin, and in one case, run Number 13D, a vslue of 1.42 ¢
was reached. These pressures were large but localized, so that the total loads on each surface
Wwere never excessive. _ '

The maximum fin load encountered during the tqrning maneuvers in smooth air was 2,139
pounds. In Table IV this load is reported as having been encountered by the surface during
areversal. Actually, it occurred while the airship was in a right turn, since the rudders had not
been reversed at the time that the record was obtaingd. Unfortunately, the normal force coeffi-
cient could not be positively determined for this load, because the air-speed recorder failed and
only an approximate value of the dynamic head could be obtained. The approximate head was
1.53 inches of water and the corresponding normsl force coefficient was 0.253. This value was
exceeded in two of the steady turns at slower speed. The maximum normal force coefficient
for & fin alone during the smooth-air maneuvers was 0.320. This occurrred during a steady
turn at a speed of 64.4 feet-per second with rudder 8.3° to starboard and resulted from a load

of only 1,482 pourds.
' The meximum normal force coefficient for the rudder alone and also the maximum over-all
normal force coefficient for the fin and rudder combined, resulting from the turning maneuvers,
occurred during a reversal of the helm. In this maneuver, run Number 3C, the rudders were
reversed from 12.35° right to 11.55° left in 9 seconds, while the airship was making a speed of
71 feet per second. The resulting coefficients were 0.323 for the rudder and 0.268 for the
rudder and fin together.
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While flying through gusts, the local pressures and the total loads encountered by the tail
surfaces greatly exceeded the values obtained during horizontal maneuvers in smooth air.
The pressures caused by two gusts are given in Table IIT and graphically represented in Figures
24 10 27. Only the results of two gusts are given, but these represent the largest loads encount-
ered during 10 runs of approximately four minutes each, which were made during an elapsed
time of four hours. Considering that all of these runs were made in rough air which was just
short of squall proportions, the results of these two runs indicate the dangerous loadings that
might be expected in & storm.

Considering the total loads and normal force coefficients in Table IV, it can be seen that the-

greatest effect of the gusts was in a vertical direction. The Los Angeles was designed to with-
stand & force equivalent to a normal force coefficient of 0.34 simultaneously on each sef of tail
surfaces. In run Number 4A, the normal force coefficient for the horizontal surfaces was 0.349,
but that for the vertical surfaces at the same instant was only 0.126. Consequently, the
design loading was approached but not exceeded even though the verticel loading was large.
In run Number 5A, the design limit for the tail surface lIoading was more closely approached.
Unfortunately the air-speed recorder failed during this run, so that only an approximate value
of the dynamic head could be determined. Consequently the normal force coefficients may be
in error, but by not more than 10 per cent. Allowing for this possible error, the normel force
coefficient for the starboard fin and elevator is still large, and combining this with the normal
force coefficient for the vertical surfaces, the resultant closely approaches the design value.

HULL AND PASSENGER CAR RESULTS

The investigation of the hull pressures was not as successful as that of the tail surfaces.
The trailing head, from which the static pressure reference for all of the hull pressures was
obtained, was not suspended far enough from the keel at frame 165 to be outside of the disturb-
ance caused by the passenger car. Consequently the pressures given in Table V and repre-
sented graphically in Figures 28 to 36 are given with respect to the keel pressure. It might be
mentioned, though, that by checking the nose pressure, obtained in this manner, against the
eir speed head it was found that there was never a discrepancy of more than 8 per cant, and
therefore it is probable that the velues of pressure given with respect to the keel pressure are
within 8 per cent of the true aerodynamic pressure.

The error in the true aerodynamic pressure data did not affect the determination of the
transverse forces at frames 145 and 175, since these forces were obtained by integrating the
resultant pressure curves and, consequently, the effect of the static pressure was eliminated.
The transverse forces for these two rings are recorded in Table VI. As can be seen, there was
only one smooth-air maneuver that caused a sizable force. This was & steady turn, run Number
5C, and even in this case the force at frame 175 was small. The force at frame 145 might have
been caused by a localized lateral gust. The forces obtained during the rough-air flights were
somewhat larger, but indications are that for no condition were the forces on the forward portion
of the hull excessive.

From the investigation of the pressures on the passenger car, it was found that the fin’

effect of that body was practically negligible. The resultant pressures are given in Table VII.
The maximum pressure obtained was 0.78 1b. per sq. ft. and the majority of the values were
practically zero. Therefore the total transverse force, and consequently the fin effect, of the
passenger car, wers small.

The orifices for measuring the fabric loads were located in the region of maximum pressure
on the fin, close to the leading edge, and at three points each on transverse frames 145 and 175.
At each location, one orifice was mounted on each side of the cover. The resultant pressures
from these orifices are presented in Table VIII. The fabric loading of the hull cover never
reached a value as large as 1 b. per sq. ft., and on the fin cover, & maximum value of only 6.60
Ib. per sq. ft. was obtained. Consequently, no excessive stresses were set up in the fabric.
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TURNING AND DRAG CHARACTERISTICS

The turning characteristics could not be determined from the records taken on board the
airship because of the inconsistent readings from the turnmeter. This instrument was of the

airplane type and did not-maintain the sensitive adjustment necessary for airship use. How ever,

this information has been obtained from the camera obscura data. The results from these data
will be given in a subhsequent report.

The deceleration tests were not entirely satisfactory. During these tests the air speed
fluctuated so much that consistent data could not be obtained. Consequently, the shape coeffi-
cients which were determined were only an indication of the drag characteristics. Another series.
of deceleration tests has been made on the U. S. S. Los Angeles at a more recent date and the
data were very consistent. . The results of this investigation will be given in a separate report.

CONCLUSION

The results of this investigation show that no excessive aserodynamic loads are imposed
upon an airship by normal horizontal maneuvering in smooth air, but that gusts encountered
while cruising in rough air can cause forces which closely approach the design limits of the .
structure. _ ' )

As & recommendation for future mvesnga.tmn, apparatus should be developed to carefully
study the structure of the air with especial reference to-gusts.

Lanerey MEMORIAL AERONAUTICAL LABORATORY,
Narronan Apvisory COMMITTEE FOR AERONAUTICS,
Lanarey Fiewp, Va., August 14, 1928.
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TABLE II
RESULTANT PRESSURES ON TAIL SURFACES—TURNING
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MANEUVERS U. 8. 8. “LOS ANGELES”
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TABLE III

RESULTANT PRESSURES ON TAIL SURFACES U. 8. 8. “LOS ANGELES” DUE TO GUSTS
[Pressures in Ib.fsq. ft.}

Oriflce Run Run " Orifice Run Run i Orifice Run Run
No. - | No.4A | No. A No. No. 4A | No. bA | - No. No.4A | No.bA
STARBOARD FIN AND ELEVATOR
JA . aeeaaa 7.20 6.26 13.02 '78.06 0, 26 2.88
1A ... .13 312 813 182 —1.30 Lo4
7.29| .62 28| 208 10,93 | 12.20
2.8 2.60 L8} = O.gj —0.78 2.60
4,69 .12 8.07 - B 8.85 1L 45
5.22 4,15 L30 0.78 —1.04 0. 36
2,08 1.82 L& w67 —3.65 1 442
2.87 L& 0.82 - 0.38 -1.30 2,56
10,68 7.80 781 625 L82| &858
130 1,04 .1.68 166 0.52 3.12
4,17 2. 60 &2} - O.g 0.52 2.08
2.61| 004 78] . 1T ) —&78 0.52
10.68 7.80 1.82 2,08 -8 0.00
L.66 L5 00| . 000 —0.28 L6
318 PN [T . — 18,02 14,10 —0.78 .52
. 219 1.04| 0B . 0.562 2,60 0,00 0,00
LOWER FIN AND RUDDER
L

2,08 . 218 —3.12 _-_--3.12H 11} : J —-L00| —208
L s 10C —-1,30 | —2,08
-2.08| -—2.02 —2,08 | —2.65 : 000 —G.10
—0.00 0.00 —180 —L82 —4,00 | —-7.28
—L88 —2.18 —0.78{ . =L04 —3.85] —8.90
—~2.85{ -—3.12 —-1.82| ‘~L& —8.38| —472
--1.30 —1,30 -0 -1, 0 —L04| —2,08
-130 —15 -0.52| —0.78 0.00 | —0.68
—2.08 —2.08 —082| ~L14 —4,17| —6.24
000§ —L04 -130 —2 ~L30 ;| —L5
—2.08| —208 0631 T¥L —0.78 | —LO4
—1.30| -L82 —0,63 | “+1L10 000 | —0.26
—0.78 —146 —L30 —8.10 —2.08 | —4.58
Q.00 —L 56 -0, 52 =042} 18Bueicae e i —0.26
-0, 53] =004 —0,26 B I NI F 10 R — I —5.30

—0.62 ~1.80 —2.08 —2. 50 i

. o

NoTE.—Run 4A, ¢=8.01 1b./sq. ft. Run 54, g=7.021b./sq. ft. (approximate).
Positive pressu.resqwt from port to starboani and bottoxlgqho top.

TABLE IV
FORCES AND NORMAL FORCE COEFFICIENTS TAIL SURFACES U. 8. 8. “LOS ANGELES”
Ruf | Timing | Rudder " | Finload, | Rudder | Totar | cur ex. Cxr.~
Maneuvers | ¥o. | fnterv position lbfn.- 1bs,  |load, Ibs.| load,Ibs.| Fin Rudder | Total
LOWER FIN AND RUDDER

2 9.70° L. 810 | —1,36 87 [ =1,188 | —0.101 0.068 | —0.149

7 8.30° R. 437 1,482 | -182 ; 1,300 820 | —.201 .
9 7.85° R. 598 1,538 —-220 | L34 (44| - 187 173
5 12.76° B, 4.47 688 ~212 756 04 | 220 .13
13 12.95° R. 3.05 1,184 —200 984 |2 | —.244 .18
5F.E. | 13.35°R. 5.98 1,036 —297 1,680 .805 —. 20 .216
1 9.05° R. 5.82 728 | —182 548 L8 | — 151 074
24 4.5° L. 563 1,460 219 1,679 245 .188 .36
6 7.70° L. 556 | —1L045 120 —02 —177 104 —.131
2 12.36° R. 541 1,468 —278 1,188 286 | —. 48 178
3% 6.50° L. 5.36 1,450 358 1,817 257 . 268
6 1L.55° L 478 | —1L141 168 =073 -7 |« 172 —. 162
4 25° R, | *7.9 2139 | —a17 1,922 * 958 | *—.132 * 190
H 11.65° L. | *6.50 559 218 -, 085 * 245 #1111
7. 1238°L. | *6.30 —205 315 - 110 *_ 031 . 242 * 014
8 “1215° L. | *68 | —L612 8 | —1,381 . 928 109 154
agg 3.05° R. 801 | —,031 | —248 | —L277 | —12t —~ 149 —.128
9% 680°R. | *7.023 | —1,680 —323 | ~g 012 | *—.227 —229 | *—.32

- STARBOARD FIN AND ELEVATOR

Rougheir....| 4A g;{_i 15.60° D. 8.01 8,277 274 &80 0.3% 0.146 0.340
o SO 8A. c 1840°D. | 1703 2, 583 986 3,519 1,856 1,508 1,400
*Approximate, )

Norx.—Positive pressures act from port to starboard and from bottom fo top.

Lower fin area=1,061 aq. ft.
Lower rudder area=207 sq. ft,
Starboard fin area=1,018 5q. ft.
Starboard elevator area=235 aq. ft.
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FLIGHT TESTS ON U. S. 8. LOS ANGELES
PRESSURES ON HULL OF U. S. S. “LOS ANGEL

RUR NOmomeemmememeeeea | 44

Thning interval ... ...._|
Veloclty ftfsee |
Angular veloclty rad.fsec
Yaw at frame §0,

ginbjta.

Rudder position._....

Orffice No.

Nose,

. O

¢ Approximate,
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TABLE VI .. -
TRANSVERSE FORCES AT TWO FRAMES U. 8. 8. “LOS ANGELES” HULL

Frame 146 Frame 1756
Run No. Timlr‘LTgaI inter- = -
. Vertical | Horlzontal | Vertical | Horlzontal
ibs. 1bs. Ibs. 1bs.
- %
~13.2 8.70 23, 00
L8 2.5 17.50
—10. 47 —4.60 12.87
573 —440 9.83
25,588, | —1.00 5.60
13.08.| 8.33 820
5.20,, 6.33 7.87
10,00 [ —s8 40 528
X i . 12,887 127 2,87

Norz.—Positive forces act up and to starboard.
TABLE VII.__
TURNING MANEUVERS U. 8. 8. “L0OS ANGELES”—RESULTANT PRESSURES ON PASSENGER CAR

RUD NOoocemecmcemce 8 | 40-| 50 | 6@ | 30 8o | sc
Timing intervel......| 2 7 ] o 3 34 8
ginTb it e 610 | 4387 | 593 5.98 5.41 5.36 47
Dist. to :
Orifice No. | nose of Resultant pressures In Ib.jsq. ff.
car, {t.
: : T -
150 | —.2 0 .78 K} [ .10 f 0 .81
27 | =91 | —42 2 —42; -2 -2 | -2
08| —731{ -~ .0 -2 ; -7 —62 | —78
c 38.0 0 -3 53 —.62 .81 0 -3
o5 5.6 | —.10 B0 l 0 o
e LT . _-.'-_
1 Fifth from end of record.
TABLE VIII . -

RESULTANT PRESSURES ON FABRIC OF TAIL SURFACES AND HULL DURING MANEUVERS
IN SMOOTH AIR

: ! : : S _ —
Rul NOwnncmme e mmeoeer] 4A {6A | 4B | 40 | 5C | 2B { 13D ;60 | 5D,| 6D | 5D | 3C | 30 { 30 | WD | 17D | 7D | 17D
. i . .
Timing interval.......| S| ¥s| 2 | 7 |95 |30 1'lam| 6} ||| a6 v 8
T
Orifice No. Lower fin and rudder pressure in 1b./sq. ft
TA-1A oo 40.00097 000000000 c00{0os!0os]ois]010]o10 010 0.00l0| 0| oo
2A-2A" 0.0010.00] 1,04 244|312 | 218|284 (817 | 256250 | 99| 281|182 .52} 348 ] 1041 1.04| L&8
8A-8A7. Lab.|180 208|182 | 208 Los| Lee|260| 63 L77) 167|218 | 140|161} 208|041 s0] 250
4A4A" 0.00 04| 180151 | 208|151 |1.04 {208 250 |Lod! .42|L77|T00| .62 244| .78} 1.30| Les
SA-BA’ 0.00 | 166374 114|190 .78 .78 |186| .83 | .88 [ 260 .83| .42 |8 03{158) 00| 229 | 036
8A-8A"-.. 182 (166|488 ] 104|106 .42 .00 168! .78 | .42(431| .78 .68 [436| .78 .00|213| 0.60
1B~1B7 NI a8 | s7a | 161|188 130 | 63| 78| 150| (88| 68| 126|190, Li¢| 47 Los|186| B3| .52
Hull pressure in Ib./sq. ft.

.18 oo.t-'-gg: .00 | wio? Bl IO Fo00| .o0] .38 ]

a7 | loal sk | ls2 .4 oos! lssf ll0}

a1l ss! i) loo 16 31| 10y .18

a1l to5) i10] 28 81| 21| s10

47l 18y tonf, 00! e — 00 {10

¥ ) le 2| e O 62| .ar l3e

l nddl .?E, -

1 Indicates fifth from end.
NoTE.—Manometer for recording hull pressures was not on board during all runs, causing the lack of hull data,
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Pressure distribution on lower fin and rudder. Steady turn. Run No. 4§B—iiming interval 2.

Rudder position 9° 15 port. Alr speed 50.6 M. P. H.
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NKoTE.—Positive pressures acting from port to starboard

FIGURE §

FI1aURE 9.—Pressure distxfbution on Jower fin and rudder.
Norz.—Positive pressures acting from port to starboard
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Fi16URE 10.—Pressure distribution on lower fin and rudder. Steady turn. Run No. 5C-—timing interval 9.
Rudder posttion 7° 30’ starboard. Air speed 51.2 M. P, H.

Notz.—Posltive pressures aoting from port to starboard.
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Frourx 11.—Pressure dlstribution on lower fin and rudder. Sfeady torn. Rum No. 2B—timing interval 5.
Rudder position 12° 45 sterboard. Alr speed 43.6 M. P. H. -

NoTte.—Positive pressitres acting from port to starboard.
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Rudder position 12° 30" starboard. Air speed 41.7 M. P. H.

Notx.—Pasitive pressures acting from port to starboard.
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FIGTRE 13.—Pressure distribution on lower fin and rudder. Steady turn. Run No. §C—timing interval 5th
Norte.—Positive pressures acting from port to starboard.
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FIGURE 14.—Pressure distribution on lower fin end rudder. Steedy turn. Run No. §5D—timing Interval 1.
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FieURE 15.—Pressure distribution on lower fin and rudder.
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NoTe.—Positlve pressures acting from port to starboard.
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FIGURE 17.—Pressure distribution on lower fin and rudder. Reversal of helm—starboard to port.
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FIGURE 18.—Pressure distribution.on lowér fin and rudder. Reversal of helm~—starboard to port. Ran No.
30—timing interval 344, Rudder position 3° port. Alir speed 48.1 M. P. H.

Notk.—Positive pressures acting from port to starboard.
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FIGURE 18.—Pressure distribution on lower fin and rudder. Reversal of helm—starboard {o port. Run No.
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No1E.—Posltive pressures acting from port to starboarg.
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